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MONITORED BUTTERFLY VALVE – WAFER SERIES 
 
FEATURES 

 Universal wafer type butterfly valve 

 Suitable for connecting to ANSI B16 Class 125, ISO2084/ DIN 2501 
PN16 and BS4504 PN16 Flanges 

 Conforms to BS593L 1998 

 Factory installed UL double tamper switch Class B 

 For indoor and outdoor use 

 UL listed 

 FM approved 
 
OPTIONS 

 Class A switches can be fitted to this valve 
 
TECHNICAL DATA 

 Code:   VWBFHP-(size OD)-GEAR 

 Size Range:  DN65 -200 

 Working Pressure: 300 psi (2100 kPa) 

 Max. Test Pressure: 450 psi (3100 kPa) 

 Max. Working Temp.: 120C 
  

MATERIALS 

 

 

DIMENSIONS 

Size A B 
C * 
(FF) 

D E F G H 

65 105 85 46 92 135 135 125 9.5 

80 112 92 46 107 142 135 125 16 

100 145 108 52 128 175 135 125 25 

150 180 145 56 181 210 193 225 45.3 

200 204 170 60 234 232 193 225 68.5 

* “take out” dimension 

Part Name Material 

Body ASTM A-536 Nylon-11 Coated 

Disc ASTM A-536 EPDM Encapsulated 

Upper & Lower Stems AISI 420-SS 

Worm Gear Shaft AISI 420-SS 

Housing ASTM A-536 

Hand Wheel ASTM A-536 

Flag Indicator ASTM A-536 

Shear Pin ASTM A-510 

Segment Gear ASTN B-148 

Housing Gasket EPDM Grade “E” 

O-Rings (All) EPDM Grade “E” 

 

ALEUMTECH 
MODEL # HPW 
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