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SLUICE GATE VALVE FLANGED AS2638.2

FEATURES
e Nonrising stem
e FBE coated
e Manufactured and tested in accordance to as2638.2
e Design offers positive seating and resistance against high differential pressure

and the wedge is replaceable without taking the valve out of the pipeline.

e Flange conforms with as 2129 T/D/C/E

e Full port and low head loss

e Bubble tight shut off

e Vulcanised EPDM encapsulated resilient wedge
OPTIONS

e Hand wheel, gear box
e Anti clockwise closing also available

TECHNICAL DATA

e Code: VRSCC(size DN)CorE
e Size Range: DN50 - DN300
e Max Temp.: 85°C (Water, Sewage &
Neutral Liquid)
DIMENSIONS
Size H D Weight Size H
L mm F mm Lmm
mm mm mm kg mm mm

50 178 308 150 35 13.5 50 178 308
65 190 318 165 35 17.2 65 190 318
80 203 358 185 35 20.5 80 203 358
100 229 386 215 35 26.3 100 229 386
150 267 506 280 35 51.2 150 267 506
200 292 634 335 35 81 200 292 634
250 330 724 405 35 130 250 330 724
300 356 834 455 35 171 300 356 834

REFIRE GROUP PTY LTD

| i GOLD Page 1
sa ?S@VE Iregroup.com.au FPA VEVEER Revised: 10/01/2020 8:53:30 AM
refiregroup.comaau L 5T Pesaciton Australia Y:\REFIRE\CATALOGUE\Datasheets\Master\VALVES\Gate\Sluice Gate Valve Flanged AS2638.2.docx

The data provided here is for information purposes only. Refire reserves the right to change or modify this data without prior notice.
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