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PILOT OPERATED SOLENOID VALVE 

 

PILOT OPERATED DIAPHRAGM SOLENOID VALVE 
- With Manual Bypass For Full Flow Activation 

 
 

 

FEATURES 

 Body Material: Brass 
 User Friendly – One Solenoid For All Orifices 
 Water hammer Free ad Low Noise 
 Circuit Function NC or NO 
 Manual Override Optional 
 Short Installation Length 

 

OPTIONS 

 Explosion Proof Types Available on Request 
 Manual Control:  Yes 
 Connection Size:  15, 20 or 25 (Nominate Size Required) 

 

TECHNICAL DATA 

 Code:   FFS-SOL(size DN) 
 Size Range:   DN 15, 20 & 25 (Other Sizes Available on Request) 
 Use:   Neutral Fluids (Eg. Compressed Air & Water) 
 Seals:   NBR (EPDM & FPM Also Available)  
 Ambient Temp.:  -10C to 55C 
 Fluid Temp.:  -10C to 80C (Depending on Seals Used) 
 Voltages:   24-48-115-230V/ 50Hz 
 Protection Class:  IP65 With Cable Plug 
 Working Pressure: 20 – 1600 kPa 

30 – 1600 kPa 

 

Technical specifications available on request. 
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