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FIVALCO FIRELETS 

 

FEATURES 

 For fire protection and other pressure piping systems 

 Bevelled pap with BSP threads 

 Material: Equivalent to ASTM A-105 

 UL Listed 

 

TECHNICAL 

 Code: FSB-FF-(DN size outlet)-(suit pipe OD size) 

 Size Range: DN15 – 65 

 Working Pressure: 175 psi (12.5 Bars) 

 Max. Test Pressure: 350 psi (25.0 Bars) 

 Max. Working Temp.: 120C 

 Chemical Properties:  Ca 0.035% max. 

Ma 0.6 ~1.06% 

P 0.04% max. 

Su 0.0.5% max. 

Si 0.035% max. 

 Physical Properties: Threads are carefully machined to the 

NPT, specification or the ISO 7/1 International Standard for 

pipe threads to facilitate leak tight threaded connections. 

 

DIMENSIONS 

Product Code 
Outlet Size A 

DN 
Header Size B DN 

Main Pipe OD 
Outlet Lgn C 

mm 
Make Up M 

mm 
Box Quantity 

FSB-FF-15-2540 15 25-40 28 8 300 

FSB-FF-15-5065 15 50-65 28 8 300 

FSB-FF-15-80200 15 80-200 28 8 300 

FSB-FF-20-2540 20 25-40 35 13 200 

FSB-FF-20-5065 20 50-65 35 13 200 

FSB-FF-20-80125 20 80-125 35 13 200 

FSB-FF-20-150200 20 150-200 35 13 200 

FSB-FF-25-6580 25 65-80 40 13 150 

FSB-FF-25-100 25 100 40 13 150 

FSB-FF-32-5065 32 50-65 50 13 100 

FSB-FF-40-80 40 80 56 22 90 

FSB-FF-40-100 40 100 56 22 90 

FSB-FF-40-200 40 200 56 22 90 

FSB-FF-50-100 50 100 70 22 40 

FSB-FF-50-150200 50 150-200 70 22 40 

FSB-FF-65-150200 65 150-200 80 28 30 
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