(O ReFire

ISO 9001 CERTIFIED COMPANY

1O TWO PIECE CHANNEL PIPE CLAMPS

FEATURES

e Finish: Galvabond

e Made from carbon steel
e Slotted hex head

e Srew and nut included

TECHNICAL DATA

e Code: Please see the table below
e Model#: PCO1.
DIMENSIONS
FOR RIGID CONDUIT
PIPE SIZE Max. Recommended
CODE DN OD (mm) Load Rating (kg) CODE OD (mm)
FXZ-P2028 10 19 = FXZ-P2032 32
FXZ-P2029 15 22 339 FXZ-P2039 54
FXZ-P2031 20 29 339 FXZ-P2042 63
FXZ-P2033 25 35 339 FXZ-P2044 70
FXZ-P2035 32 43 339 FXZ-P2048 83
FXZ-P2037 40 49 339 FXZ-P2062 160
FXZ-P2038 - 54 339
FXZ-P2041 50 60 384 FXZ-P2070-105 105
FXZ-P2043 - 67 384 FXZ-P2070-160 160
FXZ-P2046 65 76 384 FXZ-P2070-252 252
FXZ-P2047 - 79 384 FXZ-P2070-315 315
FXZ-P2050 80 89 475
FXZ-P2054 - 105 475
FXZ-P2058 100 114 680
FXZ-P2140 125 140 680
FXZ-P2070-64 150 165 1200
FXZ-P2171 - 171 1200
FXZ-P2070-86 200 219 1749
FXZ-P2070-228 225 250 2 I
FXZ-P2070-275 250 273 - |
FXZ-P2070-324 300 324 - i
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The data provided here is for information purposes only. Refire reserves the right to change or modify this data without prior notice.
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