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PRESSURE GAUGE – LIQUID FILLED 

 

FEATURES  

 Liquid filled 

 Case and bezel material: 304 stainless steel, glycerine liquid 

filled with vent plug 

 Connection: Copper alloy 

 Bourdon tube material: Copper alloy 

 Dial: Red print (psi), black print (kpa) on white background 

 Window: Glass 

 Movement: Copper alloy 

 Pointer: Aluminium black finish 

 Complies to AS1349 

 

TECHNICAL DATA 

 Code:   PGL-(dial size)(kpa)-(connection)L 

 Working Temp.:  Ambient: -20~60C 

Process: 70C 

 Ranges:   0-2500 kPa & 0-1600kPa 

 Accuracy:  +/- 2.5% of Full scale 

 

DIMENSIONS 

CODE DESCRIPTION CONNECTION 

PGL-652500-8L 65mm Dial x 2500kpa Gauge Liquid LM 8mm 1/4” BSP Bottom or Stem 

PGL-65-2500-CBM 65mm Dial x  2500kpa Gauge Liquid CBM 8mm 1/4” BSP Centre Back  

   

PGL1001600-10L 100mm Dial x 1600kpa Gauge Liquid LM 10mm 3/8”  BSP Bottom or Stem 

PGL1002500-8C 100mm Dial x 2500kpa Gauge Liquid CBM 8mm 1/4” BSP Centre Back Mount 

PGL1002500-10L 100mm Dial x 2500kpa Gauge Liquid LM 10mm 3/8”  BSP Bottom or Stem 

   

PGL1502500-15L 150mm Dial x 2500kpa Gauge Liquid LM 15mm ½” BSP Bottom or Stem 
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