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Y-STRAINER GROOVED 
 

FEATURES  

 BSPT blowoff outlet on cover. Blowoff outlets are finished with plugs 

 Screens are perforated 304 stainless steel with spot welded seam 

 Recessed seat in body assures accurate screen alignment 

 Groove dimensions comply with metric or AWWA C606 standard 

 Fusion bonded coating or liquid epoxy painted interior and exterior 

 

TECHNICAL DATA 

• Code:   F-YSG-(size DN) 

• Size Range:   DN50 – 300  

• Standard Screens: 1.5mm hole diameter/ 33% free flow area  (DN50 – 80) 

3.0mm hole diameter/ 40% free flow area  (DN100 – 300) 

• Working Pressure:  16 bar  

• Working Temp.:  -10C - 120C 

 

MATERIAL LISTING 

Part Name Material EN Spec. 

Body Ductile iron EN 1563, EN-GJS-450-10 

Cover Ductile iron EN 1563, EN-GJS-450-10 

Screen Stainless steel EN 10088-3, X5CrNi8-10 

Gasket PTFE/ Graphite  

Plug Gray cast iron EN 1561 EN-GJL-250 

 

DIMENSIONS 

DN SIZE OD (mm) L (mm) H (mm) Plug Size 

50 60.3 225 152 ½”  

65 73.0/76.1 285 215 1” 

80 88.9 318 219 1” 

100 114.3 375 254 1” 

125 139.7/141.3 448 322 1 1/4”  

150 165.1/168.3 502 365 1 1/2” 

200 219.1 640 462 1 1/2” 

250 273.0 710 540 2” 

300 323.9 780 610 2” 

mailto:sales@refiregroup.com.au
file://///REPIPEDC1/Accounts/ReFire/CATALOGUE/Datasheets/Master/refiregroup.com.au

