
  

   

ISO 9001 CERTIFIED COMPANY 

  

REFIRE GROUP PTY LTD 

sales@refiregroup.com.au 
refiregroup.com.au   

Page  1 
Revised: 15/06/2023 1:13:47 PM 

Y:\REFIRE\CATALOGUE\Datasheets\FITTINGS\ROLL GROOVED FITTINGS\Ducco Heavy Duty RG Rigid 
Coupling.docx 

The data provided here is for information purposes only. Refire reserves the right to change or modify this data without prior notice.  

 

 

 HEAVY DUTY ROLL GROOVED RIGID COUPLING 

 

FEATURES 

 Hot dipped galvanised finish only 

 Approved working pressure = 500 psi 

 Comes with hot dipped galvanised bolts and nuts 

 Correct coupling and gasket selection is important to ensure correct pipeline 

performance  

 UL Listed 

 

OPTIONS 

 Gasket: EPDM – Nitrile Available on Request 

 

TECHNICAL DATA 

 Code:  FWG-HDCR-(size OD) 

 Model #: 402GRH 

 Size Range:  DN25 – 300 

 

DIMENSIONS 

DN Size OD (mm) B (mm) A (mm) C (mm) Bolt Size 

25 33.7 98 58 45 2 x M10 x 50 

32 42.4 106 68 45 2 x M10 x 50 

40 48.3 112 73 45 2 x M10 x 50 

50 60.3 128 89 45 2 x M10 x 55 

65 73.0 138 100 45 2 x M12 x 55 

65 76.0 139 102 45 2 x M12 x 55 

80 88.9 158 116 45 2 x M12 x 60 

100 114.3 192 146 50 2 x M12 x 75 

125 139.7 223 172 50 2 x M12 x 75 

125 141.3 223 172 50 2 x M12 x 75 

150 165.1 264 202 50 2 x M16 x 90 

150 168.3 266 206 50 2 x M16 x 90 

200 219.1 326 263 60 2 x M16 x 90 

250 273.0 388 314 62 2 x M20 x 110 

300 323.9 452 370 64 2 x M20 x 130 

 

Model # 402GRH 
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