O ReFire

ISO 9001 CERTIFIED COMPANY

BIB-NOSE PATTERN HIGH PRESSURE REGULATING HYDRANT VALVE

Compact design with excellent flow characteristics

Primary shut-off rubber to metal and a secondary metal to metal seating

Corrosion resistant and quality materials used for durability, long-life and efficiency

DZR Brass to BS504/BS5154 painted red. BSPTM thread

Valve outlet static pressure factory set to 7 Bar (700kPa)

FFS-LVBI-PR

65mm Dia Male BSPT

65mm BS336 Female instantaneous
20 Bar

FEATURES
[ ]
e High quality casting finishes
[ ]
[ ]
e Maintenance free
[ ]
[ ]
OPTIONS
e Flange drilled to D/ E/ ANSI
TECHNICAL
e Code:
e Inlet Connection:
e OQutlet Connection:
e Working Pressure:

MATERIAL LISTING
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Description
Body
Bonnet
Washer
Stem
Nut
Disc
Seat
Washer
Stem
O-Ring
O-Ring
Disc
Nut
Relief Valve Bonnet

Set Pressure Adjusting Screw BS EN 12164:CW603N

Relief Valve Spring
Relief Valve Disc
Relief Valve Cap

Washer
Cap
Handwheel
Washer
Nut
Plunger
Spring
Handle
Hexagon Nylon Nut
Cover
Chain
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Material
BS EN 1982:CC491K
BS EN 1982:CC491K
Plastic
BS EN 12164:CW603N
BS EN 12164:CW603N
BS EN 12165:CW617N
NBR
Stainless Steel 304
BS EN 12164:CW603N
NBR
NBR
BS EN 12164:CW603N
BS EN 12164:CW603N
BS EN 1982:CC491K

Stainless Steel 304
BS EN 12164:CW603N
BS EN 12164:CW603N

NBR
Plastic
Aluminium A356

Stainless Steel 304

Stainless Steel 304
BS EN 12165:CW617N

Stainless Steel 304

Aluminium A256
Stainless Steel 304
Plastic
Stainless Steel 304
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