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WATERMARK STAINLESS STEEL GROOVED COUPLING  
– RIGID FLAT PAD STYLE  
 

FEATURES 

 Suitable for Pipe Jointing that Resists Flexural or Torsional Loads 

 Provides Rigidity in High Flow and Pressure Pipe Lines 

 Supplied with EPDM Gaskets 

 Designed for Use With SCH 5S to SCH 40S Pipe or to British Stainless Steel Pipe Standards 

 Housing is Produced in ASTM A351 Grade CF8M (316) Material 

 

OPTIONS 

 Track Head Bolts and Nuts of CF8 (314) or CF8M (316) Material or Duplex 2205 Produced to ASTM A890 4A 

Standards Are Available.  

 

TECHNICAL DATA 

 Code:   FWSS-402S-(size OD) 

 Size Range:  DN50 – DN250 

 Figure Number:  GT-422SR  

 Working Pressure: 300 psi (2100 kPa) 

 Temperature Range: -20C to 80C 

 

DIMENSIONS 

 
PIPE DIMENSION BOLT SIZES 

Max. 

Pressure 

PSI 

Allowable 

Pipe end 
Separation 

Inches/mm 

DEFLECTION 

Size 
Inches 

mm 

O.D 
Inches 

mm 

A 

mm 

B 

mm 

C 

mm 
NO. 

Size 
Lengths 

Inches 

Degrees 
per 

Coupling 

Inches per 

20' pipe 

Length 

Inches/mm 

2 

50 

2.375 

60.3 
128 83 45 2 3/8*2 300 

0-1/8 

0-3.2 
2°-20' 

9.7 

246.4 

2 1/2 

65 

2.875 

73.0 
144 94 45 2 3/8*2 300 

0-1/8 

0-3.2 
2°-10' 

9.0 

228.6 

2 1/2 

65 

3.000 

76.2 
147 97 45 2 3/8*2 300 

0-1/8 

0-3.2 
2°-5' 

8.7 

221.0 

3 
80 

3.500 
88.9 

160 110 45 2 
1/2*2-

1/2 
300 

0-1/8 
0-3.2 

1°-47' 
7.4 

188.0 

4 

100 

4.500 

114.3 
194 140 49 2 

1/2*2-

3/4 
300 

0-1/4 

0-6.4 
3°-0 

12.6 

320.0 

5 

125 

5.563 

141.3 
222 169 49 2 

1/2*2-

3/4 
300 

0-1/4 

0-6.4 
2°-30' 

10.4 

264.2 

5 

125 

5.500 

139.7 
220 168 49 2 

1/2*2-

3/4 
300 

0-1/4 

0-6.4 
2°-30' 

10.4 

264.2 

6 

150 

6.500 

165.1 
258 195 51 2 

5/8*3-

1/4 
300 

0-1/4 

0-6.4 
2°-24' 

10.1 

265.5 

6 

150 

6.625 

168.3 
261 198 51 2 

5/8*3-

1/4 
300 

0-1/4 

0-6.4 
2°-22' 

9.9 

251.5 

8 

200 

8.625 

219.1 
312 251 60 2 

5/8*3-

1/4 
250 

0-1/4 

0-6.4 
1°-40' 

7.0 

177.8 

10 

250 

10.75 

273 
370 311 62 2 

3/4*4-

1/4 
175 

0-1/4 

0-6.4 
1°-20' 

5.6 

142 

*10" with hexagon head bolts 

REPIPE 

Pipe, Connections & Valves 

Connecting Australia 

 

mailto:sales@refiregroup.com.au
file://///REPIPEDC1/Accounts/ReFire/CATALOGUE/Datasheets/Master/refiregroup.com.au

